Tubeless Bead Seal
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of Tubeless Radial tyres
for Mechanical Handling

Michelin is the first to offer a complete and innovative range
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Tubeless System

Michelin’s Tubeless Radial tyres offer :

\.

» Safety : elimination of sudden deflations following punctures or tube failure.
 Reliability : elimination of internal friction between the inner tube,
the flap and the tyre, which could cause the tube to fail.
* Ease of fitting and removal : the tube and flap are replaced by a Tubeless Bead
Seal, an O ring or corner joint, depending on the tyre size and/or type of rim.
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Tubeless Bead Seal

A truly innovative advance in tubeless tyre technology.
The Tubeless Bead Seal is a device developed by Michelin
to enable the fitting of tubeless tyres onto rims designed
for tube type fitment. It comprises a ring of special rubber
which fits over the wheel and between the tyre beads

to ensure an airtight seal.
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TUBELESS
BEAD SEAL

MICHELIN TUBELESS BEAD SEAL 8" TO 20” RiIMS
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3.251 5.00R8 XZM 110208 80TL8 R 2160 - 102150

3.00D 5.00R8 XZM 110208 80TLS R 2160 - 102150

8 433R 150/75R 8 XZM 110087 110TL 8 R2102 - 613972
4.33R 180/80R8 XZM 110069 1107TL 8 R 2102 - 613972

4.00E 6.00R9 XZM, XZR 110204 100TL9 R 2160 - 102151

? 6.00E 200/75R9 XZM 110090 150TL9 R2102  R2110 102182
5.00F 6.50R10 XZM, XZR 110213 125TL10 R 2102 - 102183

10 6.50F 225/75R10 XZM 110089 165TL 10 R2102  R2110 102184
5.00S 7.00R12 XZM, XZR 110195 125TL12 R 2161 - 522788

12 8.00G 250/60R12 XZM 358151 2007TL 12 R2102  R2110 787198
8.00G 250/75R12 XZM 110108 2007TL 12 R2102  R2110 787198

55 7.00R15 XZM 110211 140 TL15 R 2102 - 454346

6.0 7.00R15 XZM 110211 150 TL15 R2102  R2110 702507

6.0 7.50R15 XZM 110214 150 TL15 R2102  R2110 702507

6.5 7.50R15 XZM 110214 165TL15 R2102  R2110 575769

6.5 8.25R15 XZM 110218 165TL15 R2102  R2110 575769

15 7.0 8.25R15 XZM 110218 175TL15 R2102  R2110 260511
7.0 225/75R15 XZM 110079 175TL15 R2102  R2110 260511

7.0 250/70R15 XZM 110075 175TL15 R2102  R2110 260511

75 250/70R15 XZM 110075 190 TL15 R2102  R2110 464164

8.0 315/70R15 XZM 110109 2007TL 15 R2102  R2110 609679

9.75 355/65R15 XZM 003789 250 TL 15 R2102  R2110 26320

7.0 9.00R20 XZM 110185 175TL 20 R2102  R2110 102087

7.5 9.00R20 XZM 110185 190 TL 20 R2102  R2110 102083

7.0 10.00R20 XZM 110014 175TL 20 R2102  R2110 102087

75 10.00R20 XZM 110014 190 TL 20 R2102  R2110 102083

8.0 10.00R20 XZM 110014 200 TL 20 R2102  R2110 102085

20 7.5 11.00R20 XZM 110189 190 TL 20 R2102  R2110 102083
8.0 11.00R20 XZM 110189 200 TL 20 R2102  R2110 102085

8.5 11.00R20 XZM 110189 2157TL 20 R2102  R2110 102086

8.0 12.00R20 XZM 110082 200 TL 20 R2102  R2110 102085

8.5 12.00R20 XZM 110082 2157TL 20 R2102  R2110 102086

TUBELESS BEAD SEAL DEFINITION MOUTING
The TBS is a special device allowing the fitment of tubeless tires as tubeless INSTRUCTIONS

on tube-type rims. It consists of a ring of special rubber, which is placed
inside the tire and fits between the tire beads. It ensures the airtightness
of the wheel and tire assembly.

Valves and plug can be ordered separately, if required.
RANGE (for fitment with XZM TL up to and including 20")
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